
MAKE YOUR HOUSE INTO A HOME WITH OUR SUPERIOR ENGINEERED OAK FLOORING



•	Superior Construction: The top layer of premium 
European oak is bonded to a multi-laminate 
plywood core. This provides exceptional 
strength and resistance to environmental 
changes, reducing the risk of warping or 
movement. 

•	Versatility: Our flooring is compatible with 
underfloor heating systems and can be installed 
over different subfloor types, offering flexibility 
for diverse project requirements. 

•	Aesthetic Appeal: Available in a range of 
finishes and sizes, our engineered wood flooring 
enhances any interior with its natural elegance 
and warmth. 

•	Sustainability: We are committed to responsible 
sourcing, ensuring our products are 
environmentally friendly without compromising 
on quality or performance.

WHY CHOOSE GK JOINERY 
FLOORING? 

At GK Joinery, we are proud to offer an 
exquisite selection of engineered wood flooring 

that combines the timeless beauty of natural 
wood with enhanced durability and stability. 

Our flooring solutions are meticulously crafted 
to meet the highest standards, ensuring 
they are suitable for both residential and 

commercial spaces.

ABOUT



Dimensions: 190mm wide x 21mm thick x 1900mm long (one 
board per box may be cut to help stagger joints)
Structure: Multi-laminate hardwood plywood under-core with a 
6mm thick solid (single strip) top layer of oak
Wear Layer: 6mm
Grade: Natural
Species: European Oak
Edge Detail: Micro bevel on long sides of the boards. Tongue 
and Grooved all round.
Finish: Finely sanded and coated with Woca hardwax oil
Installation Method: Suitable for all recognised methods and 
can be laid directly over joists
Cotswold 190 1.444m2 M2 Per Pack

‘COTSWOLD’ 190mm X 21mm 
ENGINEERED OAK

£59.50 / M2 (+VAT)

Specifications



Dimensions: 220mm wide x 21mm thick x 2200mm long (one 
board per box may be cut to help stagger joints)
Structure: Multi-laminate hardwood plywood under-core with a 
6mm thick solid (single strip) top layer of Oak
Wear Layer: 6mm
Species: European Oak
Grade: Natural
Edge Detail: Micro bevel on sides of the boards. Tongue and 
Grooved all round
Finish: Finely sanded and untreated, ready for the finish of your 
choice
Installation Method: Suitable for all recognised methods and 
can be laid directly over joists
Cotswold 220 1.936m2 M2 Per Pack

‘COTSWOLD’ 220mm X 21mm 
ENGINEERED OAK

£61.50 / M2 (+VAT)
Specifications



Dimensions: 190mm wide x 15mm x 1900mm long (one board 
per box may be cut to help stagger joints)
Structure: Multi-laminate hardwood plywood under-core with a 
4mm thick solid (single strip) top layer of oak
Wear Layer: 4mm
Grade: Select
Species: European Oak
Edge Detail: Micro bevel down the long sides of the boards. 
Tongued & Grooved all round.
Finish: Finely sanded and pre-treated with Woca hardwax oil.
Installation Method:  Secret Screw / Nail to subfloor, Glue or 
Float.
Wallbridge 190 1.805m2 M2 Per Pack

‘WALLBRIDGE’ 190mm X 15mm 
ENGINEERED OAK

£57.50/ M2 (+VAT)

Specifications



Dimensions: 220mm wide x 15mm thick x 2200mm long (1 
board per box may be cut to help stagger joints)
Species: European Oak
Structure : Multi-laminate hardwood plywood under-core with a 
4mm thick solid (single strip) top layer of Oak
Wear Layer: 4mm Wear Layer
Grade: Natural
Finish: Finely sanded and untreated, ready for the finish of your 
choice
Installation Method:  Secret Screw / Nail to subfloor, Glue or 
Float.
Edge Detail: Micro bevel down the sides of the boards. 
Tongued and Grooved all round
Wallbridge 220 2.420m2 M2 Per Pack

‘WALLBRIDGE’ 220mm X 15mm 
ENGINEERED OAK

£53.99 / M2 (+VAT)
Specifications



Dimensions: 190mm wide x 14mm thick x Random Length 
(300mm shortest)
Species: Rustic European Oak
Edge Detail: Micro bevel on all edges. Tongued and Grooved 
all round
Wear Layer: 3mm
Grade: Rustic
Finish: Finely sanded and untreated, ready for the finish of your 
choice
Structure: 3mm thick, single strip of European oak based on 
hardwood multi-laminate ply
Severn 190 2.508m2 M2 Per Pack

‘SEVERN’ 190mm X 14mm 
ENGINEERED OAK

£36.99 / M2 (+VAT)

Specifications



Dimensions: 190mm wide x 20mm thick x 1900mm long 
(occasional board cut to help stagger joints)
Species: Oak
Edge Detail: 4 sided bevel. Tongued and Grooved all round
Finish: Brushed, distressed and untreated (ready for the finish of 
your choice)
Structure: Multi-laminate plywood under-core with a 6mm thick 
solid (single strip) top layer of Oak
Wear Layer: 6mm
Grade: Rustic & Distressed
Slad Distressed 190 1.805m2 M2 Per Pack

‘SLAD DISTRESSED’ 190mm X 20mm 
ENGINEERED OAK

£51.50 / M2 (+VAT)

Specifications



At GK Joinery, customer satisfaction is our priority. 
Our team of experts is dedicated to assisting you 
in selecting the perfect flooring solution tailored 

to your needs. Experience the perfect blend 
of tradition and innovation with GK Joinery’s 

engineered wood flooring.

T: 01453 755007  E: info@gkjoinery.com
PLEASE GET IN TOUCH TO REQUEST SAMPLES OR DISCUSS FLOORING OPTIONS

Unit 3, Wallbridge Industrial Estate, Stroud, GL5 3JU


